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Digital Engine DEX7150

Model name DEX7150
Part Number TBD

Housing Material SECC/Aluminum

Dimension
W x H x D (mm) 200 x 65 x 200 mm

Volume (liters) 2.4L

Weight (Kg/Pound) 2.85 kg/6.27 pound (N.W.)

Form Factor mini-ITX

Type
Support Intel Ivy Bridge mobile CPU 

TDP       35 watt 

Chipset Intel QM77 Express chipset

Memory

Channels Dual Channel

Type DDRII SO-DIMM x 2

DDR 1333/1600

Max Memory up to 16GB (depending on OS)

Graphics

Chip Support Intel HD graphic 4000  
(embedded on Ivy Bridge CPU)

DVI-I x 1

Display Port x 2

Expansion Slot Mini Card Slot x 2 (Half-size x1, Full-Size x1)

Audio
Type Realtek HD Audio Codec ALC269Q

Channel 7.1 CH

LAN
Intel Gb Ethernet - 82583V

Intel Gb Ethernet - W82579LM

USB 
USB 2.0 x 4 (2 Rear, 2 Front)

USB 3.0 x2

WatchDog Timer 1 ~ 255 SEC./min

Storage Bay
2.5” SATA II HDD Bay x 1

mSATA x1

CPU 
Thermal

Module AOpen Proprietary Fanless Thermal Solution

Noise 0dB

Adapter 90W (20V, 4.5A) AC Adapter

Input Voltage AC 100 ~ 240V/DC 12V/20V

Environment
MTBF 40,000hrs

Operating Temperature -5 ~ 40ºC (23 ~ 104ºF)

Storage Temperature -20 ~ 60ºC (-4 ~ 140ºF)

Relative Humidity 90% RH (40ºC non-Condensing)

Operating Vibration
0.5Grms, random, 10 ~ 500Hz, X,Y,Z 3Axes, 

0.5hr/Axis

Non-Operating Vibration
2Grms, random, 10 ~ 300Hz, X,Y,Z 3Axes, 

1hr/Axis

Operating Shock 8G, Half sine, 11 ms duration

Non-Operating Shock 50G, Half sine, 11ms duration

Accessory
DVI-HDMI Cable x 1

DP-HDMI Cable x 1

AC Adapter  90W PWR 20V Adapter x 1

Power Cord x 1

Power Clamp x 2

HDD Screw Kit x1

Utilities & Drivers CD x 1

Assembly Guide x 1

FANLESS!
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