






Case and general specifications
Protection class for dust and water

Standards supported
Material

Maintenance & installation

Power supply

Control
Power consumption

Input voltage:
Input connector

Dimensions:
Bezel

Weight
Customer's logo

Monitor Specifications
Tecnology
Backlights
Dimensions

Display area
Pixel pitch

Aspect ratio
Native resolution

Colours
Brightness

Contrast ratio
View angle
Orientation

Response time

Controller Specifications
Connections

Video:

PC:

HDMI:

Audio:

USB
Tuner (option)

SCART
Controls:

Features
Video compatibility:

Video signal level:
PC compatibility:

PC analog signal level:
Frequency range:

Audio signal level:

Speakers:
Control interfaces:

Image engine:

Controls
Video:

Basic media player
Video format supported:

Audio format supported:
Picture format supported:

Autoplay

Other

Computer/player
Available area

Options (for project)

Environmental conditions
Temperature range:

Relative humidity (operating)

LITE 19
IP30
EN60950, FCC CFR47 Class A, CE
Zinc coated metal
Extractable power supply unit

Fixing: VESA standard, 100x100/M4

IEC standard socket

IR receiver for remote control
22,5 W
115/230 VAC ± 15%, 50/60 Hz
IEC type
433 (W) x 258 (H) x 20/48 (D1/D2) [mm]
13,5 [mm]
3,4 Kg
On request (default: Hantarex logo)

LCD TFT
LED
18.5" (47 cm) diagonal
409.8 (H) x 230.4 (V) [mm]
0.3 [mm]
16:9
1366 (H) x 768 (V) pixels
16.7 M
250 cd/m2
1000:1
H:170°, V:160°
Horizontal or vertical
3.6 ms / 1.4 ms (Tr / Tf)

1x RCA [CVBS]

1 x Dsub-15 VGA [Analog RGB]
1 x DVI-D [Digital RGB]

1 X HDMI [Audio and Video with HDCP]

2 x RCA [CVBS stereo]
1 x jack 3.5 mm [PC stereo]
1 x jack 3.5 mm [Headphones]

1 x ver.2.0
DTV : DVB-T H.264
Analog TV PAL/SECAM
Noise reduction
3D Comb filter

Full
1 x RS-232 (Dsub-9)
Standard Hantarex Remote Control

HDMI (Standard TMDS)
480i/p,576i/p,720p
CVBS: 1 Vpp / 75 Ohm
VGA~WXGA (1366x768), NATIVE (1366 x 768)
Automatic frequency detection
RGB: 0.7 Vpp / 75 Ohm (RGB), TTL (HV)
Horizontal: 30 KHz - 75 KHz
Vertical: 56 Hz - 75 Hz
Audio Input: 0.15 - 1 V
Audio Output: 2 x 10W (4 ohm)
2x Integrated speakers 3W
Through OSD
Serial port RS-232
Including dynamic adjustable image
color and contrast

Preset (3 selections + user)
Brightness, contrast, color, sharpness
Color temperature (3 selections + user)
Still frame
Source selection
Size Video: (16:9, 14:9, 4:3, Zoom, Panorama)
Size Graphics: (16:9, 4:3)
Geometry: Image auto-adjustment
Audio: Preset (4 selections + user)
Volume, Balance

Integrated
DivX, Xvid, MPEG-4, MPEG-1, MPEG-2,
H.264
MP3, WMA, AAC
Progressive JPEG, Baseline JPEG, BMP, PNG
From power off
Movies or pictures

DPMS energy saving support
Languages: 9
Timer (time, wake-up, sleep)

Storage: -20°C to 60°C (max 85% RH no
condensing)
Operating: 0°C to 40°C (max 85% RH no
condensing)
10-90% (non condensing)

LITE 22
IP30
EN60950, FCC CFR47 Class A, CE
Zinc coated metal
Extractable power supply unit

Fixing: VESA standard, 100x100/M4

IEC standard socket

IR receiver for remote control
30,2 W
115/230 VAC ± 15%, 50/60 Hz
IEC type
498,5 (W) x 295 (H) x 20/48 (D1/D2) [mm]
13,7 [mm]
4,2 Kg
On request (default: Hantarex logo)

LCD TFT
LED
21.5” (54.6 cm) diagonal
476.64 (H) x 268.11 (V) [mm]
0.24 [mm]
16:9
1920 (H) x 1080 (V) pixels
16.7 M
250 cd/m2
1000:1
H:170°, V:160°
Horizontal or vertical
3.8 ms / 1.2 ms (Tr / Tf)

1x RCA [CVBS]

1 x Dsub-15 VGA [Analog RGB]
1 x DVI-D [Digital RGB]

1 X HDMI [Audio and Video with HDCP]

2 x RCA [CVBS stereo]
1 x jack 3.5 mm [PC stereo]
1 x jack 3.5 mm [Headphones]

1 x ver.2.0
DTV : DVB-T H.264
Analog TV PAL/SECAM
Noise reduction
3D Comb filter

Full
1 x RS-232 (Dsub-9)
Standard Hantarex Remote Control

HDMI (Standard TMDS)
480i/p,576i/p,720p, 1080i, 1080p
CVBS: 1 Vpp / 75 Ohm
VGA ~ WUXGA (1920x1080), NATIVE (1920 x 1080)
Automatic frequency detection
RGB: 0.7 Vpp / 75 Ohm (RGB), TTL (HV)
Horizontal: 30 KHz - 75 KHz
Vertical: 56 Hz - 75 Hz
Audio Input: 0.15 - 1 V
Audio Output: 2 x 10W (4 ohm)
2x Integrated speakers 3W
Through OSD
Serial port RS-232
Including dynamic adjustable image
color and contrast

Preset (3 selections + user)
Brightness, contrast, color, sharpness
Color temperature (3 selections + user)
Still frame
Source selection
Size Video: (16:9, 14:9, 4:3, Zoom, Panorama)
Size Graphics: (16:9, 4:3)
Geometry: Image auto-adjustment
Audio: Preset (4 selections + user)
Volume, Balance

Integrated
DivX, Xvid, MPEG-4, MPEG-1, MPEG-2,
H.264
MP3, WMA, AAC
Progressive JPEG, Baseline JPEG, BMP, PNG
From power off
Movies or pictures

DPMS energy saving support
Languages: 9
Timer (time, wake-up, sleep)

Storage: -20°C to 60°C (max 85% RH no
condensing)
Operating: 0°C to 40°C (max 85% RH no
condensing)
10-90% (non condensing)

LITE 27
IP30
EN60950, FCC CFR47 Class A, CE
Zinc coated metal
Extractable power supply unit

Fixing: VESA standard, 100x100/M4

IEC standard socket

IR receiver for remote control
43,3 W
115/230 VAC ± 15%, 50/60 Hz
IEC type
633 (W) x 371 (H) x 20/48 (D1/D2) [mm]
17,4 [mm]
5,7 Kg
On request (default: Hantarex logo)

LCD TFT
LED
27" (68.5 cm) diagonal
597.6 (H) x 336.15 (V) [mm]
0.31 [mm]
16:9
1920 (H) x 1080 (V) pixels
16.7 M
300 cd/m2
3000:1
H:178°, V:178°
Horizontal or vertical
7 ms / 5 ms (Tr / Tf)

1x RCA [CVBS]

1 x Dsub-15 VGA [Analog RGB]
1 x DVI-D [Digital RGB]

1 X HDMI [Audio and Video with HDCP]

2 x RCA [CVBS stereo]
1 x jack 3.5 mm [PC stereo]
1 x jack 3.5 mm [Headphones]

1 x ver.2.0
DTV : DVB-T H.264
Analog TV PAL/SECAM
Noise reduction
3D Comb filter

Full
1 x RS-232 (Dsub-9)
Standard Hantarex Remote Control

HDMI (Standard TMDS)
480i/p,576i/p,720p, 1080i, 1080p
CVBS: 1 Vpp / 75 Ohm
VGA ~ WUXGA (1920x1080), NATIVE (1920 x 1080)
Automatic frequency detection
RGB: 0.7 Vpp / 75 Ohm (RGB), TTL (HV)
Horizontal: 30 KHz - 75 KHz
Vertical: 56 Hz - 75 Hz
Audio Input: 0.15 - 1 V
Audio Output: 2 x 10W (4 ohm)
2x Integrated speakers 3W
Through OSD
Serial port RS-232
Including dynamic adjustable image
color and contrast

Preset (3 selections + user)
Brightness, contrast, color, sharpness
Color temperature (3 selections + user)
Still frame
Source selection
Size Video: (16:9, 14:9, 4:3, Zoom, Panorama)
Size Graphics: (16:9, 4:3)
Geometry: Image auto-adjustment
Audio: Preset (4 selections + user)
Volume, Balance

Integrated
DivX, Xvid, MPEG-4, MPEG-1, MPEG-2,
H.264
MP3, WMA, AAC
Progressive JPEG, Baseline JPEG, BMP, PNG
From power off
Movies or pictures

DPMS energy saving support
Languages: 9
Timer (time, wake-up, sleep)

Storage: -20°C to 60°C (max 85% RH no
condensing)
Operating: 0°C to 40°C (max 85% RH no
condensing)
10-90% (non condensing)



LITE 32
IP30
EN60950, FCC CFR47 Class A, CE
Zinc coated metal
- Extractable door for power supply unit with

extraction protection for AC
- Extractable door for video board, Mini PC rack

for optional computer/player (on request)

Fixing: VESA standard, 200x200/M5

IEC standard socket
On/off switch
IR receiver for remote control
53,8 W
115/230 VAC ± 15%, 50/60 Hz
IEC type
751,5 (W) x 447 (H) x 30/68 (D1/D2) [mm]
24,5/26,9 [mm]
11,5 Kg
On request (default: Hantarex logo)

LCD TFT
LED
31.5"
698.4 x 392.85 [mm]
0.3637 [mm]
16:9
1920 (H) x 1080 (V) pixels
16.7 M
350 cd/m2
3000:1
178°
Horizontal or vertical
< 6.5 ms (g-to-g)

1x RCA [CVBS]

1 x Dsub-15 VGA [Analog RGB]
1 x DVI-D [Digital RGB]

1 X HDMI [Audio and Video with HDCP]

2 x RCA [CVBS stereo]
1 x jack 3.5 mm [PC stereo]
1 x jack 3.5 mm [Headphones]

1 x ver.2.0
DTV : DVB-T H.264
Analog TV PAL/SECAM
Noise reduction
3D Comb filter

Full
1 x RS-232 (Dsub-9)
Standard Hantarex Remote Control

HDMI (Standard TMDS)
480i/p,576i/p,720p, 1080i, 1080p
CVBS: 1 Vpp / 75 Ohm
VGA ~ WUXGA (1920x1080), NATIVE (1920 x 1080)
Automatic frequency detection
RGB: 0.7 Vpp / 75 Ohm (RGB), TTL (HV)
Horizontal: 30 KHz - 75 KHz
Vertical: 56 Hz - 75 Hz
Audio Input: 0.15 - 1 V
Audio Output: 2 x 10W (4 ohm)
1x Integrated speakers 8W
Through OSD
Serial port RS-232
Including dynamic adjustable image
color and contrast

Preset (3 selections + user)
Brightness, contrast, color, sharpness
Color temperature (3 selections + user)
Still frame
Source selection
Size Video: (16:9, 14:9, 4:3, Zoom, Panorama)
Size Graphics: (16:9, 4:3)
Geometry: Image auto-adjustment
Audio: Preset (4 selections + user)
Volume, Balance

Integrated
DivX, Xvid, MPEG-4, MPEG-1, MPEG-2,
H.264
MP3, WMA, AAC
Progressive JPEG, Baseline JPEG, BMP, PNG
From power off
Movies or pictures

DPMS energy saving support
Languages: 9
Timer (time, wake-up, sleep)
180 x 169 x 33 [mm]
Intel OPS format computer
Roku/Spinetix mini player
3.6"/Pico M/B
Others on request

Storage: -20°C to 60°C (max 85% RH no
condensing)
Operating: 0°C to 40°C (max 85% RH no
condensing)
10-90% (non condensing)

LITE 42
IP30
EN60950, FCC CFR47 Class A, CE
Zinc coated metal
- Extractable door for power supply unit with

extraction protection for AC
- Extractable door for video board, Mini PC rack

for optional computer/player (on request)

Fixing: VESA standard, 400x400/M6

IEC standard socket
On/off switch
IR receiver for remote control
tbd
115/230 VAC ± 15%, 50/60 Hz
IEC type
961,5 (W) x 554,5 (H) x 27/65 (D1/D2) [mm]
12,8 [mm]
tbd
On request (default: Hantarex logo)

LCD TFT
LED
42" (106.7 cm)
938.6 x 531.5 [mm]
0.4845 [mm]
16:9
1920 (H) x 1080 (V) pixels
16.7 M
450 cd/m2
4000:1
178°
Horizontal or vertical
< 12 ms (g-to-g)

1x RCA [CVBS]

1 x Dsub-15 VGA [Analog RGB]
1 x DVI-D [Digital RGB]

1 X HDMI [Audio and Video with HDCP]

2 x RCA [CVBS stereo]
1 x jack 3.5 mm [PC stereo]
1 x jack 3.5 mm [Headphones]

1 x ver.2.0
DTV : DVB-T H.264
Analog TV PAL/SECAM
Noise reduction
3D Comb filter

Full
1 x RS-232 (Dsub-9)
Standard Hantarex Remote Control

HDMI (Standard TMDS)
480i/p,576i/p,720p, 1080i, 1080p
CVBS: 1 Vpp / 75 Ohm
VGA ~ WUXGA (1920x1080), NATIVE (1920 x 1080)
Automatic frequency detection
RGB: 0.7 Vpp / 75 Ohm (RGB), TTL (HV)
Horizontal: 30 KHz - 75 KHz
Vertical: 56 Hz - 75 Hz
Audio Input: 0.15 - 1 V
Audio Output: 2 x 10W (4 ohm)
2x Integrated speakers 8W
Through OSD
Serial port RS-232
Including dynamic adjustable image
color and contrast

Preset (3 selections + user)
Brightness , contrast, color, sharpness
Color temperature (3 selections + user)
Still frame
Source selection
Size Video: (16:9, 14:9, 4:3, Zoom, Panorama)
Size Graphics: (16:9, 4:3)
Geometry: Image auto-adjustment
Audio: Preset (4 selections + user)
Volume, Balance

Integrated
DivX, Xvid, MPEG-4, MPEG-1, MPEG-2, H.264
MP3, WMA, AAC
Progressive JPEG, Baseline JPEG, BMP, PNG
From power off
Movies or pictures

DPMS energy saving support
Languages: 9
Timer (time, wake-up, sleep)
180 x 169 x 33 [mm]
Intel OPS format computer
Roku/Spinetix mini player
3.6"/Pico M/B
Others on request

Storage: -20°C to 60°C (max 85% RH no
condensing)
Operating: 0°C to 40°C (max 85% RH no
condensing)
10-90% (non condensing)

LITE 55
IP30
EN60950, FCC CFR47 Class A, CE
Zinc coated metal
- Extractable door for power supply unit with

extraction protection for AC
- Extractable door for video board, Mini PC rack

for optional computer/player (on request)

Fixing: VESA standard, 400x400/M6

IEC standard socket
On/off switch
IR receiver for remote control
tbd
115/230 VAC ± 15%, 50/60 Hz
IEC type
1238,5 (W) x 709 (H) x 27/65 (D1/D2) [mm]
12,8 [mm]
tbd
On request (default: Hantarex logo)

LCD TFT
LED
54.6" (140.8 cm) diagonal
1209.6 (H) x 680.4 (V) [mm]
0.63 [mm]
16:9
1920 (H) x 1080 (V) pixels
16.7 M
450 cd/m2
4000:1
178°
Horizontal or vertical
< 6.5 ms (g-to-g)

1x RCA [CVBS]

1 x Dsub-15 VGA [Analog RGB]
1 x DVI-D [Digital RGB]

1 X HDMI [Audio and Video with HDCP]

2 x RCA [CVBS stereo]
1 x jack 3.5 mm [PC stereo]
1 x jack 3.5 mm [Headphones]

1 x ver.2.0
DTV : DVB-T H.264
Analog TV PAL/SECAM
Noise reduction
3D Comb filter

Full
1 x RS-232 (Dsub-9)
Standard Hantarex Remote Control

HDMI (Standard TMDS)
480i/p,576i/p,720p, 1080i, 1080p
CVBS: 1 Vpp / 75 Ohm
VGA ~ WUXGA (1920x1080), NATIVE (1920 x 1080)
Automatic frequency detection
RGB: 0.7 Vpp / 75 Ohm (RGB), TTL (HV)
Horizontal: 30 KHz - 75 KHz
Vertical: 56 Hz - 75 Hz
Audio Input: 0.15 - 1 V
Audio Output: 2 x 10W (4 ohm)
2x Integrated speakers 8W
Through OSD
Serial port RS-232
Including dynamic adjustable image
color and contrast

Preset (3 selections + user)
Brightness , contrast, color, sharpness
Color temperature (3 selections + user)
Still frame
Source selection
Size Video: (16:9, 14:9, 4:3, Zoom, Panorama)
Size Graphics: (16:9, 4:3)
Geometry: Image auto-adjustment
Audio: Preset (4 selections + user)
Volume, Balance

Integrated
DivX, Xvid, MPEG-4, MPEG-1, MPEG-2, H.264
MP3, WMA, AAC
Progressive JPEG, Baseline JPEG, BMP, PNG
From power off
Movies or pictures

DPMS energy saving support
Languages: 9
Timer (time, wake-up, sleep)
180 x 169 x 33 [mm]
Intel OPS format computer
Roku/Spinetix mini player
3.6"/Pico M/B
Others on request

Storage: -20°C to 60°C (max 85% RH no
condensing)
Operating: 0°C to 40°C (max 85% RH no
condensing)
10-90% (non condensing)

Case and general specifications
Protection class for dust and water

Standards supported
Material

Maintenance & installation

Power supply

Control
Power consumption

Input voltage:
Input connector

Dimensions:
Bezel

Weight
Customer's logo

Monitor Specifications
Tecnology
Backlights
Dimensions

Display area
Pixel pitch

Aspect ratio
Native resolution

Colours
Brightness

Contrast ratio
View angle
Orientation

Response time

Controller Specifications
Connections

Video:

PC:

HDMI:

Audio:

USB
Tuner (option)

SCART
Controls:

Features
Video compatibility:

Video signal level:
PC compatibility:

PC analog signal level:
Frequency range:

Audio signal level:

Speakers:
Control interfaces:

Image engine:

Controls
Video:

Basic media player
Video format supported:

Audio format supported:
Picture format supported:

Autoplay

Other

Computer/player
Available area

Options (for project)

Environmental conditions
Temperature range:

Relative humidity (operating)




