
27" 10 point multi-touch monitor with Edge to Edge glass and webcam

With 1920x1080 Full HD resolution and Projective Capacitive 10 point touch technology, the ProLite T2735MSC delivers
seamless and accurate touch response. Featuring AMVA+ LED-backlit LCD screen technology, it offers exceptional colour
performance and wide viewing angles, making it an excellent choice for a vast array of demanding interactive applications.
Users can benefit from its hinged stand allowing the monitor to lay down completely flat for use as a giant tablet. The
T2735MSC comes equipped with several video inputs and a USB 3.0 HUB as well as stereo speakers delivering good quality
sound. An ideal screen for Interactive Digital Signage, InStore Retail, Gaming and Interactive Presentations purposes.

PROLITE T2735MSC-B2

Touch technology - Capacitive

This technology uses a sensor-grid of micro-fine wires
integrated into the glass that covers the screen. Touch
is detected because electrical characteristics of the
sensor grid change when human finger is placed on the
glass. Thanks to the glass overlay this technology is
highly durable, and the touch function remains
unaffected even if the glass is scratched. It offers
perfect picture performance and will work with human
finger (also latex gloved) and stylus-pen.

AMVA+

AMVA+ Panel technology offers 24 bit ‘True Colour’
performance and amazing viewing angles.
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Diseño Edge to edge

Diagonal 27", 68.6cm

Pantalla AMVA+ LED

Resolucion nativa 1920 x 1080 (2.1 megapixel Full HD)

Relación de aspecto 16:9

Brillo 300 cd/m² typical

Brillo 255 cd/m² con touch pantalla

Contraste estático 3 000:1 typical

Transmisión de luz 85%

Contraste avanzado 12M:1

Tiempo de respuesta 5ms

Área de visualización horizontal/vertikal: 178°/178°, derecho/izquierdo: 89°/89°, arriba/abajo: 89°/89°

Soporte de Color 16.7mln (6bit + A-FRC)

Sincronización horizontal 24 - 80KHz

Sincronización vertical 55 - 75Hz

Área de visualización h x v 597.6 x 336.15mm, 23.5 x 13.2"

Pixel pitch 0.311mm

Bisel color y acabado negro, mate

Tecnología Touchscreen proyectivo capacitivo

Puntos de contacto 10 (HID, only with supported OS)

Método táctil pluma, dedo, guante (latex)

Touch interface USB

Sistemas operativos compatibles All iiyama monitors are Plug & Play and compatible with Windows and Linux. For
details regarding the supported OS for the touch models, please refer to the driver
instruction file available in the downloads section.

Conector de entrada analógica VGA x1

Conector de entrada digital DVI x1
HDMI(MHL) x1

Salida de audio Mini jack x1
Altavoces 2 x 2W

USB HUB x2 (v.3.0)

Extra integrated webcam and microphone

Bloqueo de teclas OSD sí

OSD idioma EN, DE, FR, CN, RU, JP, NL, PL

Controles Power, Select/ Input select, Scroll up/ Audio Adjust, Scroll down/ i-Style Colour,
Menu
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Los controles de usuario auto image adjust, picture adjust (contrast, brightness, ACR, ECO, OD), input select,
auto adjust (volume, mute, HDMI audio), color adjust, information, manual image
adjust (H./V. position, clock, phase, sharpness, video mode adjust, blue light
reducer), setup menu (mangueage select, OSD position, OSD time out, OSD
background, opening logo, LED), memory recall

Comodidad preparado para Kensington-lock™

Reductor de luz azul sí

Plug&Play DDC2B

Ángulo de inclinación 15° arriba; 70° abajo

Montaje VESA 100 x 100mm

Cable de alimentación, DVI, USB, Audio

Guía guía de inicio rápido, safety guide

Unidad de fuente de alimentación interno

Fuente de alimentación AC 100 - 240V, 50/60Hz

Gestión de energía 36W typical, Modo en espera 0.5W

Certificados CE, TÜV-Bauart, VCCI-B, PSE, CU

Clase de eficiencia energética B

EPEAT Silver EPEAT es una clasificación ambiental integral que ayuda a identificar ordenadores
y otros equipos electrónicos más respetuosos con el medio ambiente. La
certificación Silver significa que el monitor cumple con todos los criterios
requeridos y al menos un 50% de los requisitos opcionales. EPEAT Silver es válida
en países donde iiyama registra el producto. Visite www.epeat.net para conocer el
estado de registro en su país.

Producto dimensiones W x H x D 672.5 x 419 x 50mm

Peso (sin caja) 8.2kg

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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