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Experience unprecedented CPU performance in a compact form factor with the Z0TAC ZBOX 1089
powered by a 3rd-Generation Intel Core processor. Equipped with a high-performance 3rd-Generation
Intel Core processor with multiple cores, Intel HyperThreading and Intel Virtualization technology, the
Z0TAC ZBOX 1D8% delivers outstanding processing power that rivals larger desktop systems while
sipping miniscule amounts of energy for energy-efficient computing with unchained performance.

Intel HO Graphics with Intel Clear Video HD and Intel InTru 30 technolegy transforms the ZOTAC ZBOX
1089 into a multimedia powerhouse with hardware-accelerated HD video playback and stereoscopic 30
video output via HOMI 1.4a, Intel Quick Sync video technology enables lightning-fast video transcoding
capabilities with supported software on the ZOTAC ZB0OX 1089 for quick conversion of various video
formats for playback on portable media players, tablets and other mobile devices.

THE IDEAL MINIA_TUHE SDLUTIDN FOR ANY ROOM IH 'YOUR HOME.
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In your living room... In your kitchen... {n your bedroom...

TECHNICAL SPECIFICATIONS

FEATURES FRONT PORTS
¢ Intel Clear Video HD technology ¢ Microphone jack
¢ Intel InTru 30 technology * 4=in=1 Memory card reader
¢ |ntel Quick Sync Video technology s [MMC/SD/SOHCSDXC]
¢ Microsoft DirectX 11 compatible « 1 USH 3.0 port
» 802.17n WiFi & Bluetooth 4.0 technology « WiFi LED
* Bundled Media Remote control * Hard drive LED
* Power button
SPEEIFICATIDNS ] In1egrated IR receiver
+ Intel HD Graphics 2500
* Intel Core i5 34707 [dual-core, 2.9 GHz) TOP PORTS
¢ Intel TurboBoost (up to 3.4 GHz] + 1 USE 3.0 port
* Intel H&1 Express chipsel
REAR PORTS
INTERNAL EXPANSION * Z'WiFi antenna connector
* 125-inch SATA 3.0 Gb/'s [9.5mm height] « 2 USB 2.0 ports
o 2 204-pin DDR3-1400 SO-DIMM lup to 16GE] « 210710011000 Ethernet |RJ45]
* Power connector
DISPLAY OUTPUTS
* HOMI 1.4a SOFTWARE COMPATIBILITY
« OVl * Microsoft Windows 8
s HOCP compliant * Microsoft Windows 7
* x84 & ndd
AUDIO OUTPUTS
» HOMI [loss-less Bitstream) INSIDE THE BOX
» Digital S/PDIF [opticall « JOTAC ZBOX IDB%
* Analogue Output ¢ Power brick & cable
* VESA manitor mount lw/é serews)
* Stand
DIMENSIDNS « OVI-to-VGA adaptor
s Height: 188mm (7.40in) i
« Width: 188mm [7.40in] *'2 Wil antenrigs
] 4 + Media Remote w/ USB IR receiver

* Depth: 51mm 12.01in]

* Box
» Height: 245mm [9.45in]
« Width: 337mm [13.27in)
s Depth: Tamm [2.91in]
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HIGH-DEFINITION MULTIMEDIA INTERFACE
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