
23” monitor with IPS panel and ultra flat front

ProLite XU2390HS is a 23” LED backlit LCD Screen featuring IPS Panel technology which is considered to be the best all
round panel type. It offers accurate and consistent colour reproduction with wide viewing angles (178°/178°) and fast
response time (5 ms black-to-black). XU2390HS is full HD, has a >5mln:1 Advanced Contrast Ratio and 250 cd/m² brightness
offering the user a clear and vivid image. The ProLite XU2390HS will provide excellent performance for photographic
design, web design, standard office use and in multi-monitor environment. Very suitable for multi-monitor Digtal Signage
and office applications.

PROLITE XU2390HS-B1

IPS

IPS technology offers higher contrast, darker blacks
and much better viewing angles than standard TN
technology. The screen will look good no matter what
angle you look at it.

Speakers

This LED monitor is equipped with two high quality
stereo speakers.
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Diseño ultra slim

Diagonal 23", 58.4cm

Pantalla AH-IPS LED, matte finish

Resolucion nativa 1920 x 1080 (2.1 megapixel Full HD)

Relación de aspecto 16:9

Brillo 250 cd/m² typical

Contraste estático 1000:1 typical

Contraste avanzado 5M:1

Tiempo de respuesta 4ms

Área de visualización horizontal/vertikal: 178°/178°, derecho/izquierdo: 89°/89°, arriba/abajo: 89°/89°

Soporte de Color 16.7mln (6bit + A-FRC)

Sincronización horizontal 24 - 80KHz

Sincronización vertical 56 - 75Hz

Área de visualización h x v 509.2 x 286.4mm, 20 x 11.3"

Pixel pitch 0.265mm

Colour mate, negro

Signal input VGA (x1), DVI (x1), HDMI (x1)

HDCP sí

Reductor de luz azul sí

OSD idioma EN, DE, FR, ES, IT, PT, CN, RU, JP

Controles Power, Menu, +/ Volume, -/ ECO, Auto

Los controles de usuario luminance (contrast, brightness, i-style Colour, ACR, ECO), image steup (clock,
phase, H. position, V. position, aspect), colour (gamma, colour temp.), OSD setup
(H. position, V. position, OSD time out, language), extra (reset, DDC/CI, input select,
OD, HDMI audio, opening logo, information), volume, auto adjust

Altavoces 2 x 2W

Comodidad preparado para Kensington-lock™, DDC2B, Mac OSX, DDC/CI

Soporte de altura regulable tilt

Ángulo de inclinación 20° arriba; 4° abajo

Montaje VESA 100 x 100mm

Cable de alimentación, DVI, Audio

Otro guía de inicio rápido, safety guide

Unidad de fuente de alimentación interno
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Fuente de alimentación AC 100 - 240V, 50/60Hz

Gestión de energía 24W typical, Modo en espera 0.5W

Certificados CE, TÜV-Bauart, VCCI-B, CU, TCO, Energy Star

Clase de eficiencia energética A

EPEAT Silver EPEAT is a comprehensive environmental rating that helps identify greener
computers and other electronic equipment. The Silver certification means the
monitor meets all required criteria plus at least 50% of the optional requirements.
EPEAT Silver is valid in countries where iiyama registers the product. Please visit
www.epeat.net for the registration status in your country.

Producto dimensiones W x H x D 532.5 x 387.5 x 180mm

Peso (sin caja) 4kg

All trademarks and registered trademarks acknowledged. E & O E. Specification subject to change without notice. All LCD's comply with ISO-9241-
307:2008 in connection with pixel defects.

© IIYAMA CORPORATION. ALL RIGHTS RESERVED
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