V/{HANTAREX

ELECTRONIC SYSTEMS

DIGITAL SIGNAGE SOLUTIONS

19", 22", 26", 42" LCD - 42", 55" LED MONITOR
Videoinformation MONITOR
PLAYFAIR INDOOR series

A NEW WAY TO INFORM



- - o
_

ASTON MARTIN

EARLY
PRICES

==l ¥ | (v 6ron) 4 n.vmnar.rvs o
= ) = L mcnmssn.VEI_w_,_,” il
. ) s w‘v ’ﬂ v !

T o5 RACiNG P STLEl

\STLE DO : B 300 HUNTINGDON

174 1-2-1 AACE:3

| 13 RUN au GOING: GO(G
3 ; HANDICAP.CHASE
a \ Tl 524 7 42-3 - : | fri# 'S BALLYKILN.
| T urpe | T - o P s BT 32 E e 4 : _ ‘ FLUFF‘N'PUFF B
12.4-5 7 5-3-4 K& ‘
4-5-6 5-4-6
ADBRU 0 A
@ :
0U CAN TAKE A PRICE ON YOUR




VIDEOINFORMATION SOLUTIONS

PLAYFAIR monitor DVB-T INDOOR series

VERSIONI CON PANNELLO LED: VERSIONI CON PANNELLO LCD:
PLAYFAIR LCD 42" MONITOR/DVB-T PLAYFAIR LCD 19" MONITOR/DVB-T
PLAYFAIR LCD 55" MONITOR/DVB-T PLAYFAIR LCD 22" MONITOR/DVB-T

PLAYFAIR LCD 26" MONITOR/DVB-T
PLAYFAIR LCD 42" MONITOR/DVB-T

HD LCD 32" PlayFair MON/DVB-T

HD LCD 26" PlayFair MON/DVB-T
FHD LCD 42" PlayFair MON/DVB-T

La gamma di Monitor/TV PlayFair HANTAREX e nata per
soddisfare le esigenze delle installazioni di Digital Signage in
ambienti specifici come palestre, sale scommesse, centri
benessere e centri polifunzionali.

La gamma include una serie di formati LCD da 19", 22", 26",
e 42" e una serie di formati LED da 42" e 55". )
Tutti i modelli offrono soluzioni integrate superlative che
facilitano le suddette installazioni con funzionalita e
architetture di sistema innovative.

Tutti i modelli possono essere gestiti dai diversi software di
gestione di palinsesti di internal/corporate TV, attualmente
presenti sul mercato.

Il monitor € nato per gestire flussi di informazioni, immagini,
video, tabelle di contenuti e/o fonti dirette di segnale TV,
tipici degli ambienti a forte passaggio/presenza di pubblico. . X
| display PlayFair dispongono di una elevata gamma di formati HD LCD 22" PlayFair MON/DVB-T
dimensionali "tra cui scegliere, che soddisfano appieno tutte le

possibili esigenze di collocazione spaziale.

Le caratteristiche funzionali prevedono come 'plus’ piu
importante, la connettibilita diretta dei monitor/TV ad un
sistema di distribuzione video interno, gestito da un apposito
software di %estlone. Questa funzmnaf[ta elimina l'utilizzo di
qualsiasi adattatore e/o convertitore di segnale, fino ad oggi
sempre necessario per questo tipo di installazioni.

Il sistema di distribuzione/connessione utilizza le connessioni
standard VGA e SCART per trasmettere il segnale Video,
mentre come interfaccia di controllo viene utilizzata la
connessione seriale R5232. . . _
Tramite la connessione seriale RS232 ¢ inoltre possibile
gestire in remoto lo sw1tch1n% ON/OFF del monitor stesso, la
scelta della fonte del segnale (source) e la selezione dei
programmi.

L ) ) ) ) HD LCD 19" PlayFair MON/DVB-T
Tutti i modelli possono essere installati a parete tramite una
funzionale staffa da muro e su alcuni modelli $19" e 28Ne
ossibile intervenire direttamente sull'unita PSU (Power Supply
nit), attraverso un semplicissimo sportello apribile che
permette la rapida sostituzione/manutenzione del PSU senza
dover smontare il display.




451 mm

lato frontale

ww //g

lato posteriore

Il modello Playfair da 19" offre
una nuova intelligente
funzionalita che rende
semplicissima ogni operazione
di manutenzione e service.
Il prodotto & stato disegnato

er rendere semplicissimo
l'accesso e l'eventuale
sostituzione immediata della
Ejar_te PSU (Power Supply

nit), che tramite uno sportello
apribile, & completamente
distaccabile dal corpo del
prodotto. Sempre tramite lo
sportello aprile, rimuovendo
una sola vite, & possibile
accedere anche a tutta la
parte elettronica.

laterale

|68 mm

PLAYFAIR LCD 19" TV/monitor

DIGITAL SIGNAGE
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Display panel

Connections

Features

Controls

Physical

Accessories

No Limits for Digital Signage

Product name:
Screen size:
Aspect Ratio:
Resolution:
Pixel pitch:
Display area:
Brightness:
Contrast ratio:
Viewing angle:
Colors:
Response time:

Video:

PC:

Tuner:
Audio:

Control:

Video:

PC:
S-Video:
HDMI:
Component:
Tuner:

DTV:

Audio:

Speakers:

Control interfaces:

Video:

Other:

0.S.D. language:

Dimensions:
Weight:

Mains voltage

Power consumption:
Operating conditions:

Class protection:

LCD 19" PF W DVB-T monitor/TV
18.5" (47 cm) diagonal
16:9

1366 (H) x 768 (V) pixels
0.3 (H)x 0.3 (V) [mm]
409.8 (H) x 230.4 (V) [mm]
250 cd/m2

1000:1

H:170°, V:160°

16.7 Mil

1.3 ms /3.7 ms (Tr/ Tf)

3 X RCA Component [Y,Pb,Pr]

1 x mini DIN 4 pins S-Video [Y/C]

1 x SCART [CVBS, RGB, RS232]
1 x Dsub 15 HD Analog RGB [PC]
1 x Digital RGB [HDMI]

Antenna [75 Ohm - VHF/UHF]

1x Jack 3.5mm audio input

1x Jack 3.5mm Headphones

1 x Dsub 9 RS232

PAL (BGH/D/IM,N, 60), NTSC (M, 4.43),SECAM
VGA ~ WXGA (1360x768)

0.7 Vp-p +/-5%

480i/p, 576i/p, 720p, 1080p

480i/p, 576i/p, 720p, 1080i

PAL BG/I/DK, SECAM L/L', DVB-T
Electronic tuning via PLL
Teletext:1000 pages

Pan-EU DVB-T

Earphones

Infrared Remote Control

RS-232 Serial Port

Contrast, Brightness, Colour, Sharpness

Noise Reduction (Off, Low, Middle, High)
Picture mode (Standard, Soft, Dynamic, Personal)
Colour Temperature (Normal, WWarm, Cold, Personal)
Format (16:9, 4:3, 14:9, Wide, Auto)

480i/p, 576i/p, 720p, 1080p

. Auto Tuning / Auto Sort
Audio:

Volume, Balance, Bass, Treble

Sound mode (Personal, Standard, Music, Movie, Sports)
Stereo / mono / NICAM/A2

Automatic Volume Control / Surround Sound
Stand-by mode

Timer sleep

0.S.D. (On Screen Display)

D,E, F,GB, I NL, P

451 (W) x 277 (H) x 68 (D)[mm]

4.7 Kg

115/230 VAC £ 15%, 50/60 Hz

26 W

Storage: -20°C to 65°C (max 85% RH non condensing)
Working: 0°C to 50° (max 85% RH non condensing)

IP30

Power cable

Remote control with batteries
User manual

Aesthetic specifications:
PAINTED METAL FRAME (BLACK)
PAINTED METAL BACK PANEL (BLACK)



Display panel

Connections

Features

Controls

Physical

Accessories

Product name:LCD 22" PF W DVB-T monitor/TV
Screen size: 22’ (56 cm) diagonal
Aspect Ratio:16:10
Resolution: 1680 (H) x 1050 (V) pixels
Pixel pitch:0.28 (H) x 0.28 (V) [mm]
Display area:473.7 (H) x 296.1 (V) [mm]
Brightness: 300 cd/m2
Contrast ratio: 1000:1
Viewing angle:H:170°, V:160°
Colors: 16.7 Mil
Response time:1.3 ms /3.7 ms (Tr/ Tf)

Video:3 X RCA Component [Y,Pb,Pr]
1 x mini DIN 4 pins S-Video [Y/C]
1 x SCART [CVBS, RGB, RS232]
PC:1 x Dsub 15 HD Analog RGB [PC]
1 x Digital RGB [HDMI]
Tuner: Antenna [75 Ohm - VHF/UHF]
Audio: 1x Jack 3.5mm audio input
1x Jack 3.5mm Headphones
Control:1 x Dsub 9 RS232

Video: PAL (BGH/D/AM\N, 60), NTSC (M, 4.43),SECAM
PC:VGA ~WXGA (1360x768)
S-Video:0.7 Vp-p +/- 5%
HDMI: 480i/p, 576i/p, 720p, 1080p
Component: 480i/p, 576i/p, 720p, 1080i
Tuner: PAL BG/I/DK, SECAM L/L', DVB-T
Electronic tuning via PLL
Teletext:1000 pages
DTV:Pan-EU DVB-T
Audio: Earphones
Speakers: -
Control interfaces: Infrared Remote Control
RS-232 Serial Port

Video: Contrast, Brightness, Colour, Sharpness
Noise Reduction (Off, Low, Middle, High)
Picture mode (Standard, Soft, Dynamic, Personal)

Colour Temperature (Normal, Warm, Cold, Personal)

Format (16:9, 4.3, 14:9, Wide, Auto)
480i/p, 576i/p, 720p, 1080p
TV:Auto Tuning / Auto Sort
Audio: Volume, Balance, Bass, Treble

Sound mode (Personal, Standard, Music, Movie, Sports)

Stereo / mono / NICAM/A2
Automatic Volume Control / Surround Sound
Other: Stand-by mode
Timer sleep
0.S.D. (On Screen Display)
0.S.D. language:D, E, F, GB, |, NL, P, PL, RUS

Dimensions: 515 (W) x 343 (H) x 68 (D)[mm]
Weight:5.6 Kg
Mains voltage 115/230 VAC #* 15%, 50/60 Hz
Power consumption: 43 W

Operating conditions: Storage: -20°C to 65°C (max 85% RH non condensing)
Working: 0°C to 50° (max 85% RH non condensing)

Class protection:IP30
Power cable
Remote control with batteries
User manual

Aesthetic specifications:
PAINTED METAL FRAME (BLACK)
PAINTED METAL BACK PANEL (BLACK)

515mm

ww gye

lato frontale

I modello Playfair da 22" offre
una nuova intelligente

| funzionalita che rende
semplicissima ogni operazione
di manutenzione e service.

I prodotto & stato disegnato
per rendere semplicissimo
l'accesso e I'eventuale
sostituzione immediata della
parte PSU (Power Supply
Unit), che tramite uno sportello
apribile, & completamente
distaccabile dal corpo del
prodotto. Sempre tramite lo
sportello aprile, rimuovendo
una sola vite, & possibile
accedere anche a tutta la
parte elettronica.

lato posteriore laterale

68 mm

PLAYFAIR LCD 22" TV/monitor

DIGITAL SIGNAGE

No Limits for Digital Signage




650 mm

wuw /0%

lato frontale

Il modello Playfair da 26" offre
una nuova intelligente
funzionalita che rende
semplicissima ogni operazione
di manutenzione e service.

Il prodotto & stato disegnato
per rendere semplicissimo
l'accesso e 'eventuale
sostituzione immediata della
parte PSU (Power Supply
Unit), che tramite uno sportello
apribile, € completamente
distaccabile dal corpo del
prodotto. Sempre tramite lo
sportello aprile, rimuovendo

|| una sola vite, & possibile
accedere anche a tutta la
parte elettronica.

laterale

EEE ) e

PLAYFAIR LCD 26" TV/monitor

DIGITAL SIGNAGE

Display panel

Connections

Features

Controls

Physical

Accessories

Product name:
Screen size:
Aspect Ratio:
Resolution:
Pixel pitch:
Display area:
Brightness:
Contrast ratio:
Viewing angle:
Colors:
Response time:

Video:

PC:

Tuner:
Audio:

Control:

Video:

PC:
S-Video:
HDMI:
Component:
Tuner:

DTV:

Audio:

Speakers:

Control interfaces:

Video:

TV:
Audio:

Other:

0.S.D. language:

Dimensions:
Weight:

Mains voltage

Power consumption:
Operating conditions:

Class protection:

LCD 26" PF DVB-T monitor/TV
26" (66 cm) diagonal

16:9

1366 (H) x 768 (V) pixels
0.42 (H) x 0.42 (V) [mm]
575.7 (H) x 323.7 (V) [mm]
450 cd/m2

3000:1

H:178°, V:178°

16.7 Mil

6.5ms (Gto G)

3 X RCA Component [Y,Pb,Pr]

1 x mini DIN 4 pins S-Video [Y/C]
1 x SCART [CVBS, RGB, RS232]
1 x Dsub 15 HD Analog RGB [PC]
1 x Digital RGB [HDMI]

Antenna [75 Ohm - VHF/UHF]

1x Jack 3.5mm audio input

1x Jack 3.5mm Headphones

1 x Dsub 9 RS232

PAL (BGH/D/I,]M,N, 60), NTSC (M, 4.43),SECAM
VGA ~ WXGA (1360x768)

0.7 Vp-p +/-5%

480i/p, 576i/p, 720p, 1080p

480i/p, 576i/p, 720p, 1080i

PAL BG/I/DK, SECAM L/L', DVB-T
Electronic tuning via PLL
Teletext:1000 pages

Pan-EU DVB-T

Earphones

Infrared Remote Control

RS-232 Serial Port

Contrast, Brightness, Colour, Sharpness
Noise Reduction (Off, Low, Middle, High)
Picture mode (Standard, Soft, Dynamic, Personal)
Colour Temperature (Normal, WWarm, Cold, Personal)
Format (16:9, 4:3, 14:9, Wide, Auto)

480i/p, 576i/p, 720p, 1080p

Auto Tuning / Auto Sort

Volume, Balance, Bass, Treble

Sound mode (Personal, Standard, Music, Movie, Sports)
Stereo / mono / NICAM/A2

Automatic Volume Control / Surround Sound
Stand-by mode

Timer sleep

0.S.D. (On Screen Display)

D,E, F,GB, I, NL, P, PL, RUS

650 (W) x 407 (H) x 100 (D)[mm]

9Kg

115/230 VAC # 15%, 50/60 Hz

62 W

Storage: -20°C to 65°C (max 85% RH non condensing)
Working: 0°C to 50° (max 85% RH non condensing)

IP30

Power cable

Remote control with batteries
User manual

Aesthetic specifications:
PAINTED METAL FRAME (BLACK)
PAINTED METAL BACK PANEL (BLACK)

No Limits for Digital Signage



Display panel

Controls Features Connections

Physical

Accessories

No Limits for Digital Signage

Product name:
Screen size:
Aspect Ratio:
Resolution:
Pixel pitch:
Display area:
Brightness:
Contrast ratio:
Viewing angle:
Colors:
Response time:

Video:

PC:

Tuner:
Audio:

Control:

Video:

PC:
S-Video:
HDMI:
Component:
Tuner:

DTV:

Audio:

Speakers:

Control interfaces:

Video:

TV:
Audio:

Other:

0.S.D. language:

Dimensions:

Weight:

Mains voltage
Power consumption:
Operating conditions:

Class protection:

LCD 42" PF DVB-T monitor/TV
42" (106.6 cm) diagonal
16:9

1920 (H) x 1080 (V) pixels
0.16 (H) x 0.48 (V) [mm]
939 (H) x 531 (V) [mm]
500 cd/m2

4.000:1

H:176°, V:176°

16.7 Mil

6,5ms (Gto G)

3 X RCA Component [Y,Pb,Pr]

1 x mini DIN 4 pins S-Video [Y/C]
1 x SCART [CVBS, RGB, RS232]
1 x Dsub 15 HD Analog RGB [PC]
1 x Digital RGB [HDMI]

Antenna [75 Ohm - VHF/UHF]

1x Jack 3.5mm audio input

1x Jack 3.5mm Headphones

1 x Dsub 9 RS232

PAL (BGH/D/I,M,N, 60), NTSC (M, 4.43), SECAM
VGA ~ WXGA (1360x768)

0.7 Vp-p +/- 5%

480i/p, 576i/p, 720p, 1080p
480i/p, 576i/p, 720p, 1080i

PAL BG/I/DK, SECAM L/L', DVB-T
Electronic tuning via PLL
Teletext:1000 pages

Pan-EU DVB-T

Audio Output: 2 x 3W

Internal

Local Keyboard

Infrared Remote Control

RS-232 Serial Port

Contrast, Brightness, Colour, Sharpness
Noise Reduction (Off, Low, Middle, High)
Picture mode (Standard, Soft, Dynamic, Personal)
Colour Temperature (Normal, Warm, Cold, Personal)
Format (16:9, 4:3,14:9, Wide, Auto)

480i/p, 576i/p, 720p, 1080p

Auto Tuning / Auto Sort

Volume, Balance, Bass, Treble

Sound mode (Personal, Standard, Music, Movie, Sports)
Stereo / mono / NICAM/A2

Automatic Volume Control / Surround Sound
Stand-by mode

Timer sleep

0.S.D. (On Screen Display)

D,E, F, GB, I, NL, P; PL, RUS

1030 (W) x 623 (H) x 117 (D) [mm]

28 Kg

115/230 VAC £ 15%, 50/60 Hz

154 W

Storage: - 20°C to 65°C (max 85% RH non condensing)
Working: 0°C to 50° (max 85% RH non condensing)

IP30

Power cable

Remote control with batteries
User manual

Aesthetic specifications:
PAINTED METAL FRAME (BLACK)
PAINTED METAL BACK PANEL (BLACK)

1030 mm

lato frontale

laterale

ww €z9




980 mm

lato frontale

laterale
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PLAYFAIR LED 42" TV/monitor

DIGITAL SIGNAGE

Display panel

Controls Features Connections

Physical

Accessories

Product name:
Screen size:
Aspect Ratio:
Resolution:
Pixel pitch:
Display area:
Brightness:
Contrast ratio:
Viewing angle:
Colors:
Response time:

Video:

PC:

Tuner:
Audio:

Control:

Video:

PC:
S-Video:
HDMI:
Component:
Tuner:

DTV:

Audio:

Speakers:

Control interfaces:

Video:

TV:
Audio:

Other:

0.S.D. language:

Dimensions:
Weight:

Mains voltage

Power consumption:
Operating conditions:

Class protection:

LCD 42" LED PF DVB-T monitor/TV
42" (106 cm) diagonal
16:9

1920 (H) x 1080 (V) pixels
0.1615 (H) x 0.4845 (V)
930.24 (H) x 523.26 (V)
450 cd/m2

6.000:1

H:178°, V:178°

16.7 Mil

55 ms (Gto G)

3 X RCA Component [Y,Pb,Pr]

1 x mini DIN 4 pins S-Video [Y/C]
1 x SCART [CVBS, RGB, RS232]
1 x Dsub 15 HD Analog RGB [PC]
1 x Digital RGB [HDMI]

Antenna [75 Ohm - VHF/UHF]

1x Jack 3.5mm audio input

1x Jack 3.5mm Headphones

1 x Dsub 9 RS232

PAL (BGH/D/I|M,N, 60), NTSC (M, 4.43), SECAM
VGA ~ WXGA (1920x1080)

0.7 Vp-p +/- 5%

480i/p, 576i/p, 720p, 1080p,

80i/p, 576i/p, 720p, 1080i

PAL BG/I/DK, SECAM L/L', DVB-T
Electronic tuning via PLL
Teletext:1000 pages

Pan-EU DVB-T

Audio Output: 2 x 3W

Internal

Local Keyboard

Infrared Remote Control

RS-232 Serial Port

Contrast, Brightness, Colour, Sharpness
Noise Reduction (Off, Low, Middle, High)
Picture mode (Standard, Soft, Dynamic, Personal)
Colour Temperature (Normal, Warm, Cold, Personal)
Format (16:9, 4:3, 14:9, Wide, Auto)

480i/p, 576i/p, 720p, 1080p

Auto Tuning / Auto Sort

Volume, Balance, Bass, Treble

Sound mode (Personal, Standard, Music, Movie, Sports)
Stereo / mono / NICAM/A2

Automatic Volume Control / Surround Sound
Stand-by mode

Timer sleep

0.S.D. (On Screen Display)

D, E,F,GB, I NL, P, PL, RUS

980 (W) x 572 (H) x 60 (D)[mm]

18 Kg

115/230 VAC £ 15%, 50/60 Hz

123 W

Storage: - 20°C to 65°C (max 85% RH non condensing)
Working: 0°C to 40° (max 85% RH non condensing)

IP30

Power cable

Remote control with batteries
User manual

Aesthetic specifications:
PAINTED METAL FRAME (BLACK)
PAINTED METAL BACK PANEL (BLACK)

No Limits for Digital Signage



Display panel

Controls Features Connections

Physical

Accessories

No Limits for Digital Signage

Product name:
Screen size:
Aspect Ratio:
Resolution:
Pixel pitch:
Display area:
Brightness:
Contrast ratio:
Viewing angle:
Colors:
Response time:

Video:

PC:

Tuner:
Audio:

Control:

Video:

PC:
S-Video:
HDMI:
Component:
Tuner:

DTV:

Audio:

Speakers:

Control interfaces:

Video:

TV:
Audio:

Other:

0.S.D. language:

Dimensions:

Weight:

Mains voltage
Power consumption:
Operating conditions:

Class protection:

LCD 55" LED PF DVB-T monitor/TV
55" (140 cm) diagonal
16:9

1920 (H) x 1080 (V) pixels
0.6 (H) x 0.2 (V) [mm]
1209 (H) x 680 (V) [mm]
400 cd/m2

5.000:1

H:178°, V:178°

16.7 Mil

8 ms (Gto G)

3 X RCA Component [Y,Pb,Pr]

1 x mini DIN 4 pins S-Video [Y/C]
1 x SCART [CVBS, RGB, RS232]
1 x Dsub 15 HD Analog RGB [PC]
1 x Digital RGB [HDMI]

Antenna [75 Ohm - VHF/UHF]

1x Jack 3.5mm audio input

1x Jack 3.5mm Headphones

1 x Dsub 9 RS232

PAL (BGH/D/I,M,N, 60), NTSC (M, 4.43), SECAM
VGA ~ WXGA (1360x768)

0.7 Vp-p +/- 5%

480i/p, 576i/p, 720p, 1080p
480i/p, 576i/p, 720p, 1080i

PAL BG/I/DK, SECAM L/L', DVB-T
Electronic tuning via PLL
Teletext:1000 pages

Pan-EU DVB-T

Audio Output: 2 x 3W

Internal

Local Keyboard

Infrared Remote Control

RS-232 Serial Port

Contrast, Brightness, Colour, Sharpness
Noise Reduction (Off, Low, Middle, High)
Picture mode (Standard, Soft, Dynamic, Personal)
Colour Temperature (Normal, Warm, Cold, Personal)
Format (16:9, 4:3,14:9, Wide, Auto)

480i/p, 576i/p, 720p, 1080p

Auto Tuning / Auto Sort

Volume, Balance, Bass, Treble

Sound mode (Personal, Standard, Music, Movie, Sports)
Stereo / mono / NICAM/A2

Automatic Volume Control / Surround Sound
Stand-by mode

Timer sleep

0.S.D. (On Screen Display)

D,E, F, GB, I, NL, P; PL, RUS

TBD

TBD Kg

115/230 VAC £ 15%, 50/60 Hz

150 W

Storage: - 20°C to 65°C (max 85% RH non condensing)
Working: 0°C to 40° (max 85% RH non condensing)

IP30

Power cable

Remote control with batteries
User manual

Aesthetic specifications:
PAINTED METAL FRAME (BLACK)
PAINTED METAL BACK PANEL (BLACK)

lato frontale

laterale

PLAYFAIR LCD 42" TV/monitor

DIGITAL SIGNAGE

TODAY AND E'EI

£10 FREE!
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Headquarter:

via Friuli 10/D

20046

Biassono (Mi)

tel. +39.039.2224.1

fax +39.039.2224.200 csQ
www.hantarex.it

info@hantarex.it



