www.zotac.com

SKU: ZBOX-BI322-B/E/U/J/AUS asic
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« Intel Clear Video technology * Microphone input « Length: 240mm (9.45in)
« Intel Quick Sync Video technology + 3-in-1 card reader (SD/SDHC/SDXC) » Width: 185mm (7.28in)
« Native 4K support (H.265 / H.264 decoding) USB 3.0 port Combo « Height: 78mm (3.07in)
- Microsoft DirectX 11.2 compatible *1xUSB 3.0 Type C port
« Triple-display support + Hard drive LED
+ Power button « ZOTAC ZBOX BI322
« Power brick & cable

« Intel HD Graphics +2x USB 3.0 ports -gt:_and di
« Intel N3050 (dual-core, 1.6 GHz, up to 2.16GHz) «1x10/100/1000 Ethernet (RJ45) © DN (elise

« Power connector

1 x2.5-inch SATA 6.0 Gbps HDD/SSD slot

2 x204-pin DDR3L-1600 SO-DIMM slots +1xUSB 2.0 port
- HDMI 1.4b (3840x2160 @ 60 Hz), HDCP compliant * Microsoft Windows 7,8 (64-bit)
« DisplayPort 1.1a (3840x2160 @ 30 Hz) » Microsoft Windows 10 (32/64-bit)

« VGA (1920x1080 @60Hz)

« Loss-less Bitstream (via HDMI) + Length: 188mm (7.4in)

« Optical S/PDIF / analog stereo » Width: 188mm (7.4in)
« Height: 44mm (1.73in)
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